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§72.152

The instructions, procedures, and
drawings must include appropriate
quantitative or qualitative acceptance
criteria for determining that impor-
tant activities have been satisfactorily
accomplished.

§72.152 Document control.

The licensee, applicant for a license,
certificate holder, and applicant for a
CoC shall establish measures to control
the issuance of documents such as in-
structions, procedures, and drawings,
including changes, which prescribe all
activities affecting quality. These
measures must assure that documents,
including changes, are reviewed for
adequacy, approved for release by au-
thorized personnel, and distributed and
used at the location where the pre-
scribed activity is performed. These
measures must ensure that changes to
documents are reviewed and approved.

§72.154 Control of purchased material,
equipment, and services.

(@) The licensee, applicant for a li-
cense, certificate holder, and applicant
for a CoC shall establish measures to
ensure that purchased material, equip-
ment, and services, whether purchased
directly or through contractors and
subcontractors, conform to the pro-
curement documents. These measures
must include provisions, as appro-
priate, for source evaluation and selec-
tion, objective evidence of quality fur-
nished by the contractor or subcon-
tractor, inspection at the contractor or
subcontractor source, and examination
of products upon delivery.

(b) The licensee, applicant for a li-
cense, certificate holder, and applicant
for a CoC shall have available docu-
mentary evidence that material and
equipment conform to the procurement
specifications prior to installation or
use of the material and equipment. The
licensee and certificate holder shall re-
tain or have available this documen-
tary evidence for the life of the ISFSI,
MRS, or spent fuel storage cask. The
licensee and certificate holder shall en-
sure that the evidence is sufficient to
identify the specific requirements met
by the purchased material and equip-
ment.

(c) The licensee, applicant for a li-
cense, certificate holder, and applicant
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for a CoC, or a designee of either, shall
assess the effectiveness of the control
of quality by contractors and sub-
contractors at intervals consistent
with the importance, complexity, and
quantity of the product or services.

§72.156 Identification and control of
materials, parts, and components.

The licensee, applicant for a license,
certificate holder, and applicant for a
CoC shall establish measures for the
identification and control of materials,
parts, and components. These measures
must ensure that identification of the
item is maintained by heat number,
part number, serial number, or other
appropriate means, either on the item
or on records traceable to the item as
required, throughout fabrication, in-
stallation, and use of the item. These
identification and control measures
must be designed to prevent the use of
incorrect or defective materials, parts,
and components.

§72.158 Control of special processes.

The licensee, applicant for a license,
certificate holder, and applicant for a
CoC shall establish measures to ensure
that special processes, including weld-
ing, heat treating, and nondestructive
testing, are controlled and accom-
plished by qualified personnel using
qualified procedures in accordance
with applicable codes, standards, speci-
fications, criteria, and other special re-
quirements.

§72.160 Licensee and certificate hold-
er inspection.

The licensee, applicant for a license,
certificate holder, and applicant for a
CoC shall establish and execute a pro-
gram for inspection of activities affect-
ing quality by or for the organization
performing the activity to verify con-
formance with the documented instruc-
tions, procedures, and drawings for ac-
complishing the activity. The inspec-
tion must be performed by individuals
other than those who performed the ac-
tivity being inspected. Examinations,
measurements, or tests of material or
products processed must be performed
for each work operation where nec-
essary to assure quality. If direct in-
spection of processed material or prod-
ucts cannot be carried out, indirect
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